








Southern Iron & Equipment Company
Ashland City, Tennessee

Here’s a 2-piece ”terminating” high capacity Dreadnaught 
end, welded to the car sides and built 1/78.



Southern Iron & Equipment Company
Ashland City, Tennessee

CNA 418552 (5277 cubic feet) was built 5/79 with a long sill and non-terminating corrugated ends that are 
riveted to the car sides. Originally built for the PT 205050-205249 series, it still has its NRUC plate on its 
Superior panel door.



Southern Iron & Equipment Company
Ashland City, Tennessee

Evans cars were constructed with 
a couple of different sill designs, both 
incorporating a length of channel with 
the legs facing in towards the center sill. 
One design has the side sill running the 
full length of the car from corner post to 
corner post and the other design extends 
between the second panels at each end. 
Here’s a full length side sill.



Southern Iron & Equipment Company
Ashland City, Tennessee

Here’s an example of a “short” side sill, ending at the second panel at each end.



United States Railway Manufacturing
Blue Island, Illinois

This is a 2-piece non-terminating corrugated 
end, riveted to the car sides and built 12/77. Note 
that this design includes a corner post.



Southern Iron & Equipment Company
Ashland City, Tennessee

This is a 2-piece non-terminating corrugated end, welded 
to the car sides (between the corner posts) and built 
2/79.



Southern Iron & Equipment Company
Ashland City, Tennessee

Here’s a similar end to the previous page, a 2-piece 
non-terminating corrugated end, riveted to the car sides 
instead of welded and built 5/79.



United States Railway Manufacturing
Blue Island, Illinois

This is a 2-piece non-terminating corrugated end, welded 
to the car sides and built 8/80. This design eliminates the 
corner post.



Golden Tye Division of NRUC
Pickens, South Carolina

AGR 2971 (5277 cubic feet) was built 3/79 from a kit supplied by Evans. It has a full length side sill and 2-piece 
non-terminating welded corrugated ends that are fastened to the car with rivets.



Golden Tye Division of NRUC
Pickens, South Carolina

This is a 2-piece non-terminating corrugated 
end, riveted to the car sides and built 3/79.



ITEL Rail
Cartersville, Georgia

While ITEL Rail was a lessor of freight cars and owned a number of repair shops across the country, they also 
built  approximately 200 box cars at the Cartersville, Georgia facility in 1979 not long before the bottom fell out 
of the freight car construction industry in the early eighties. The 200 known cars that they built were from kits 
supplied by Evans.



ITEL Rail
Cartersville, Georgia

Hoping to cash in on the per diem box car boom of the seventies, ITEL built 200 5277 cubic -foot box cars for 
Meridian & Bigbee from kits supplied by Evans. MB 5069 was built 8/79 with a full length side sill and 2-piece 
welded corrugated ends that were fastened to the car sides with rivets. Although Evans supplied the kits to 
ITEL, Youngstown Steel Door (YSD) supplied the car sides to Evans.


