




FMC Corporation
Portland, Oregon

TOE 2507 (5322 cubic feet) was built 12/77 with non-terminating corrugated ends and a long, shallow sill notch 
with the bolster fasteners in the double triangle-shaped pattern.



FMC Corporation
Portland, Oregon

TOE 2506 (5322 cubic feet) was built 12/77 with a long, shallow notch and a pair of diamond shaped patterns 
where the side sill attaches to the bolster.



FMC Corporation
Portland, Oregon

MR 11085 (5077 cubic feet) was built 6/77 and incorporates 2-piece non-terminating welded ends and a long 
shallow notch in the sill with a “U” shaped pattern for the bolster fasteners.



FMC Corporation
Portland, Oregon

RBOX 37991 is a 5277 cubic-foot car built 1/80 with 2-piece non-terminating welded ends and a long shallow 
sill notch with a “U” shaped pattern for the bolster fasteners.



FMC Corporation
Portland, Oregon

ABOX 51290 (5277 cubic feet) was built 12/78 with a long, shallow notch and six fasteners in a “U” shaped 
pattern.



FMC Corporation
Portland, Oregon

ATSF 611153 (6348 cubic feet) was built 4/75 with along, shallow sill notch and the fastener pattern is in a 
spread “U” shaped pattern.



FMC Corporation
Portland, Oregon

BNSF 759782 (6348 cubic feet) was built 5/75 and also has a long shallow notch on the sill and the bolster is 
attached with six fasteners in a spread “U” shaped pattern.



FMC Corporation
Portland, Oregon

UP 560325 (7340 cubic feet) was built 3/73 and incorporates 3-piece non-terminating welded ends (that extend 
beyond the corner posts) and a long shallow notch in the sill with a pair of columns of three fasteners each for 
the bolster fasteners.



FMC Corporation
Portland, Oregon

UP 560213 (7340 cubic feet) built 2/73 has a long, shallow notch with two columns of three fasteners 
attaching the side sill to the bolster.


