
Pacific Car and Foundry
Renton, Washington

BN 239152 (5215 cubic feet) was built in 1965 with Dreadnaught ends and a straight side sill with a long, deep 
notch. At the time this car was built, PCF hadn’t yet started drilling or riveting the side posts to the side sill.



Pacific Car and Foundry
Renton, Washington

GN 138812 (5266 cubic feet) was built 10/68 with Dreadnaught ends and a straight side sill with a long, deep 
notch and no holes or rivets in the side posts.



Pacific Car and Foundry
Renton, Washington

UP 563096 (5824 cubic feet) was built 10/80 with 2/2/2 corrugated non-terminating ends and a long, deep 
notch in the side sill. The side posts are drilled and riveted to the sill except at the bolster.



International Car Company
Kenton, Ohio

To confuse things, CSXT 161829 (7413 cubic feet) was built 12/80 by International Car Company of Kenton, 
Ohio with what looks like PCF design features. Not surprising since PCF and ICC were both divisions of PAC-
CAR. It was built with Stanray 2/2/3 corrugated non-terminating ends, a straight side sill with a long, deep notch 
and the side posts are drilled and riveted to the side sill.



International Car Company
Kenton, Ohio

CSXT 166609 (7284 cubic feet) was built 10/79 by ICC and has Dreadnaught ends and a straight side sill with 
a short, shallow, angled notch at the step. The side posts are drilled and riveted to the side sill.



International Car Company
Kenton, Ohio

Here’s a close-up of the short, angled notch on CSXT 166609 (7284 cubic feet, built 10/79).



Pacific Car and Foundry
Renton, Washington

CRLE 72411 (5472 cubic feet) was built 9/79 with 2/2/2 corrugated non-terminating ends and a straight side 
sill with a long, angled notch. The side posts have the usual holes and rivets at the side sill.



Pacific Car and Foundry
Renton, Washington

Here’s a low angle view of the angled notch on the sill of SP 247177 (5472 cubic feet, built 10/79).



Pacific Car and Foundry
Renton, Washington

TOE 7360 (5528 cubic feet) was built 12/79 with corrugated non-terminating ends and long, angled notch.


